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Important: Read all instructions prior to installation. LS F D S -TWC 345-B L E
LED Strip Fixture

=
Optional Accessories o
LSFD-HK - Hanging Kit e
7 LSFDS-TWC345-BLE
Safety and Notes Keilton Bluetooth Connectivity App

*  Product should be installed in accordance with applicable national, Scan the QR code to download the app.

state, and local building and electrical codes.

» To reduce the risk of electric shock, ensure that the main power
source and circuit breakers are switched off before performing any
installation or wiring procedures.

* Avoid looking directly into the lamp when illuminated.

» Ensure all mounts are securely attached and will support the weight of
the fixture.

» Failure to properly support the fixture may result in damage or injury,
for which the manufacturer does not assume responsibility.

Keilton iOS Keilton Android
@GooglePlay

Installation Instructions (Surface Mount)

N

. Attach circular mounting plates to fixture.

. Measure distance between brackets on light. Drill
appropriate holes and secure mount included brackets.

. With supply power off, make all wiring connections.

. Insert light into brackets until securely locked in place.

. Return supply power.

. Download the Keilton App from the QR code.
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Important: Read all instructions prior to installation. LS F D S -TWC 345-B L E
LED Strip Fixture

Installation Instructions (Junction Box Mount)

1. Attach circular mounting plates to fixture.

2. Measure distance between brackets on light. Remove
front diffuser lens from fixture. Drill appropriate holes
and securely mount fixture.

3. With supply power off, make all wiring connections.

4. Snap front diffuser lens to secure.

5. Return supply power.

6. Download the Keilton App from the QR code.
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Installation Instructions (optional hanging kit)

1. Measure appropriate distance between wiring hanging
kit and fixture. Wrap suspension cable around I-beam.

2. Attach V-hooks to suspension cable. Attach V-hooks to
dedicated hole cutout on light fixture (LSFD-HK).

3. Route conduit and with supply power off, make all
wiring connections.

4. Return supply power.

5. Download the Keilton App from the QR code.
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