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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: ALD-S1-SW3B300S-EH (30K)

SPEC.: 120~277V 

MFR.: 

TYPE: 

DIM.: 0.53*0.32

SUR.: 0.282*0.292

WEIGHT: 

SERIAL No.: 01

Shielding Angle: 

Test:U:119.87V I:2.4792A P:295.46W PF:0.9943 Freq:60.01Hz 
 UTHDi:0.80% ITHDi:9.35% KDisp:0.0000  Lamp Flux:42335.3x1 lm
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INTENSITY DISTRIBUTION DIAGRAM
IN C PLANS

MAX INTENSITY CONE SURFACE
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DATA OF LAMP PHOTOMETRIC DATA Eff: 143.28 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

MAXIMUM @(C,  )

  up(%)
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26.030

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.458
Temperature:25.3℃ Humidity:65.0%

Test Distance:8.050m [K=1.0000]Operators:
Test Date:22 February 2025 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: ALD-S1-SW3B300S-EH (30K)

SPEC.: 120~277V 

MFR.: 

TYPE: 

DIM.: 0.53*0.32

SUR.: 0.282*0.292

WEIGHT: 

SERIAL No.: 01

Shielding Angle: 

Test:U:119.87V I:2.4792A P:295.46W PF:0.9943 Freq:60.01Hz 
 UTHDi:0.80% ITHDi:9.35% KDisp:0.0000  Lamp Flux:42335.3x1 lm
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Classification:

IES:Type III - Medium
CIE:Narrow - Intermediate

CIE:Non-cut-off
IES:Semi cut-off

Max.At80:191.0cd/klm
Max.At90:24.25cd/klm
Max.80-90:191.0cd/klm
NRB 5101:Semi limited[16.8%]

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%  13159

90%  11843

80%  10527

70%  9211

60%  7895

50%  6579

40%  5263

30%  3948

20%  2632

10%  1316

 5%  658

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.458
Temperature:25.3℃ Humidity:65.0%

Test Distance:8.050m [K=1.0000]Operators:
Test Date:22 February 2025 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 97.50 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

According to LB/T001-2008:
U = Emin/Eavg = 0.501
Eavg = 91.73 lx

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.458
Temperature:25.3℃ Humidity:65.0%

Test Distance:8.050m [K=1.0000]Operators:
Test Date:22 February 2025 Remarks:



Page 4 Of 11

ZONAL FLUX DIAGRAM

NAME: ALD-S1-SW3B300S-EH (30K)

SPEC.: 120~277V 

MFR.: 

TYPE: 

DIM.: 0.53*0.32

SUR.: 0.282*0.292

WEIGHT: 

SERIAL No.: 01

Shielding Angle: 

Test:U:119.87V I:2.4792A P:295.46W PF:0.9943 Freq:60.01Hz 
 UTHDi:0.80% ITHDi:9.35% KDisp:0.0000  Lamp Flux:42335.3x1 lm



 10 0- 10

 20 10- 20

 30 20- 30

 40 30- 40

 50 40- 50

 60 50- 60

 70 60- 70

 80 70- 80

 90 80- 90

 100 90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:X10cd UNIT:lm

992.5 1069 1097 1061 962.9 873.5 850.9 893.4 927.7 927.7 2.19,2.19

1008 1141 1158 1128 969.9 805.6 760.1 835.4 2769 3697 8.73,8.73

1021 1193 1143 1153 955.0 756.2 648.0 797.0 4485 8182 19.3,19.3

1108 1184 1087 1129 953.2 700.2 558.5 756.7 5969 14151 33.4,33.4

1213 1094 925.3 1040 990.9 632.0 475.7 704.4 7102 21253 50.2,50.2

1282 935.6 513.0 898.7 1057 541.9 291.9 589.8 7558 28811 68.1,68.1

1313 650.5 95.56 619.7 1168 378.5 115.9 378.8 6700 35511 83.9,83.9

590.6 84.53 30.65 84.04 808.6 74.68 38.23 64.25 4766 40277 95.1,95.1

12.98 11.63 8.864 10.95 36.86 12.98 9.589 13.64 1211 41489 98,98

12.62 11.17 9.250 10.72 13.76 12.28 10.73 13.29 130.2 41619 98.3,98.3

13.20 11.80 9.968 11.02 14.39 12.96 11.99 14.10 128.1 41747 98.6,98.6

13.68 12.61 10.76 11.55 14.82 13.38 12.97 14.75 126.7 41873 98.9,98.9

14.44 13.46 11.56 12.04 15.15 13.57 13.68 15.11 119.5 41993 99.2,99.2

15.78 14.40 12.48 13.05 15.74 14.36 14.15 15.35 108.1 42101 99.4,99.4

17.15 15.57 13.74 14.57 16.81 15.76 14.95 16.17 93.65 42195 99.7,99.7

17.89 16.77 15.25 15.99 17.94 17.12 16.15 17.19 74.68 42269 99.8,99.8

18.46 17.79 16.58 17.21 18.51 18.03 17.18 17.91 48.78 42318 100,100

18.76 18.31 17.38 18.03 18.79 18.30 17.41 18.03 17.08 42335 100,100

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.458
Temperature:25.3℃ Humidity:65.0%

Test Distance:8.050m [K=1.0000]Operators:
Test Date:22 February 2025 Remarks:
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ISOCANDELA DIAGRAM

NAME: ALD-S1-SW3B300S-EH (30K)

SPEC.: 120~277V 

MFR.: 

TYPE: 

DIM.: 0.53*0.32

SUR.: 0.282*0.292

WEIGHT: 

SERIAL No.: 01

Shielding Angle: 

Test:U:119.87V I:2.4792A P:295.46W PF:0.9943 Freq:60.01Hz 
 UTHDi:0.80% ITHDi:9.35% KDisp:0.0000  Lamp Flux:42335.3x1 lm
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Imax:13259(H68.0,V0.0)
 (At:C=0.0,Gamma=68.0)
UNIT: cd

10% 1326
20% 2652
30% 3978
40% 5304
50% 6629
60% 7955
70% 9281
80% 10607
90% 11933

MAX = 12779 
MIN = 6488.7 
AVG = 9617.5 
AVG/MAX = 0.75
MIN/MAX = 0.51

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.458
Temperature:25.3℃ Humidity:65.0%

Test Distance:8.050m [K=1.0000]Operators:
Test Date:22 February 2025 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.458
Temperature:25.3℃ Humidity:65.0%

Test Distance:8.050m [K=1.0000]Operators:
Test Date:22 February 2025 Remarks:
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LCS REPORT

NAME: ALD-S1-SW3B300S-EH (30K)

SPEC.: 120~277V 

MFR.: 

TYPE: 

DIM.: 0.53*0.32

SUR.: 0.282*0.292

WEIGHT: 

SERIAL No.: 01

Shielding Angle: 

Test:U:119.87V I:2.4792A P:295.46W PF:0.9943 Freq:60.01Hz 
 UTHDi:0.80% ITHDi:9.35% KDisp:0.0000  Lamp Flux:42335.3x1 lm
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.458
Temperature:25.3℃ Humidity:65.0%

Test Distance:8.050m [K=1.0000]Operators:
Test Date:22 February 2025 Remarks:
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BUG REPORT

NAME: ALD-S1-SW3B300S-EH (30K)

SPEC.: 120~277V 

MFR.: 

TYPE: 

DIM.: 0.53*0.32

SUR.: 0.282*0.292

WEIGHT: 

SERIAL No.: 01

Shielding Angle: 

Test:U:119.87V I:2.4792A P:295.46W PF:0.9943 Freq:60.01Hz 
 UTHDi:0.80% ITHDi:9.35% KDisp:0.0000  Lamp Flux:42335.3x1 lm

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 4652.9 11.0

FM - Front-Medium(30-60) 12407 29.3

FH - Front-High(60-80) 6408.2 15.1

FVH - Front-Very High(80-90) 574.69 1.4

Total Forward Light 24442 57.7

BL - Back-Low(0-30) 3528.8 8.3

BM - Back-Medium(30-60) 8222.5 19.4

BH - Back-High(60-80) 5057.9 11.9

BVH - Back-Very High(80-90) 636.69 1.5

Total Back Light 17894 42.3

UL - Uplight-Low(90-100) 130.21 0.3

UH - Uplight-High(100-180) 716.53 1.7

Total Up Light 846.73 2.0

BUG(Back,Up,Glare) Rating B5-U4-G5

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 17446 447.6 17894

Street Side 24043 399.13 24442

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.458
Temperature:25.3℃ Humidity:65.0%

Test Distance:8.050m [K=1.0000]Operators:
Test Date:22 February 2025 Remarks:



Page 9 Of 11

ROAD ISOCANDELA REPORT

NAME: ALD-S1-SW3B300S-EH (30K)

SPEC.: 120~277V 

MFR.: 

TYPE: 

DIM.: 0.53*0.32

SUR.: 0.282*0.292

WEIGHT: 

SERIAL No.: 01

Shielding Angle: 

Test:U:119.87V I:2.4792A P:295.46W PF:0.9943 Freq:60.01Hz 
 UTHDi:0.80% ITHDi:9.35% KDisp:0.0000  Lamp Flux:42335.3x1 lm

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 9281.1

50% 6629.4

20% 2651.7

5% 662.94

2.5% 331.47

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.458
Temperature:25.3℃ Humidity:65.0%

Test Distance:8.050m [K=1.0000]Operators:
Test Date:22 February 2025 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: ALD-S1-SW3B300S-EH (30K)

SPEC.: 120~277V 

MFR.: 

TYPE: 

DIM.: 0.53*0.32

SUR.: 0.282*0.292

WEIGHT: 

SERIAL No.: 01

Shielding Angle: 

Test:U:119.87V I:2.4792A P:295.46W PF:0.9943 Freq:60.01Hz 
 UTHDi:0.80% ITHDi:9.35% KDisp:0.0000  Lamp Flux:42335.3x1 lm

  (DEG)

C(DEG)
 Table--1 UNIT: X10cd

0

0 968

5 979

10 993

15 1003

20 1008

25 1011

30 1021

35 1053

40 1108

45 1166

50 1213

55 1249

60 1282

65 1308

70 1313

75 1060

80 591

85 194

90 13.0

95 12.3

100 12.6

105 12.9

110 13.2

115 13.4

120 13.7

125 14.0

130 14.4

135 15.1

140 15.8

145 16.5

150 17.1

155 17.6

160 17.9

165 18.2

170 18.5

175 18.7

180 18.8

15

968

995

1022

1048

1074

1102

1133

1170

1204

1231

1257

1279

1292

1296

1279

1117

614

229

12.4

12.1

12.4

12.7

13.0

13.2

13.6

14.0

14.4

15.0

15.6

16.3

16.9

17.3

17.7

18.0

18.3

18.6

18.7

30

968

1009

1047

1082

1118

1157

1196

1227

1235

1223

1197

1158

1112

1049

963

809

536

84.3

13.3

11.5

11.8

12.2

12.5

12.8

13.3

13.7

14.1

14.6

15.1

15.7

16.3

16.8

17.3

17.7

18.1

18.4

18.5

45

968

1021

1069

1108

1141

1169

1193

1200

1184

1146

1094

1026

936

826

651

413

84.5

25.9

11.6

10.9

11.2

11.5

11.8

12.2

12.6

13.0

13.5

13.9

14.4

15.0

15.6

16.2

16.8

17.3

17.8

18.1

18.3

60

968

1030

1084

1124

1151

1166

1174

1166

1137

1094

1034

943

806

562

277

105

36.9

16.9

10.4

10.1

10.4

10.7

11.1

11.5

11.8

12.3

12.7

13.1

13.6

14.2

14.8

15.5

16.2

16.8

17.3

17.7

17.9

75

968

1036

1095

1136

1158

1163

1162

1146

1105

1051

969

850

622

327

119

53.6

34.3

18.0

9.41

9.36

9.66

10.0

10.4

10.8

11.2

11.6

12.0

12.5

13.0

13.5

14.2

14.9

15.7

16.4

16.9

17.4

17.7

90

968

1037

1097

1139

1158

1156

1143

1121

1087

1027

925

783

513

270

95.6

46.6

30.7

16.1

8.86

8.99

9.25

9.58

9.97

10.4

10.8

11.2

11.6

12.0

12.5

13.1

13.7

14.5

15.3

16.0

16.6

17.1

17.4

105

968

1034

1094

1136

1157

1156

1143

1120

1085

1034

953

831

605

317

112

54.1

35.7

18.3

8.99

9.05

9.24

9.53

9.89

10.3

10.6

11.0

11.4

11.8

12.3

12.9

13.6

14.3

15.1

15.9

16.5

17.0

17.4

120

968

1026

1081

1122

1147

1154

1149

1136

1106

1062

1005

918

791

534

250

83.6

36.3

17.2

9.78

9.62

9.78

9.97

10.3

10.6

11.0

11.2

11.6

12.0

12.6

13.2

13.8

14.6

15.4

16.1

16.8

17.3

17.6

135

968

1015

1061

1099

1128

1146

1153

1150

1129

1090

1040

979

899

798

620

386

84.0

26.0

11.0

10.6

10.7

10.8

11.0

11.3

11.6

11.8

12.0

12.5

13.0

13.8

14.6

15.3

16.0

16.7

17.2

17.7

18.0

150

968

999

1034

1065

1094

1120

1140

1153

1155

1139

1107

1063

1014

948

858

726

557

93.9

12.9

11.7

11.7

11.7

11.9

12.1

12.3

12.4

12.7

13.2

13.9

14.6

15.4

16.1

16.7

17.3

17.7

18.2

18.4

165

968

982

1001

1022

1042

1059

1071

1080

1089

1098

1108

1117

1128

1142

1159

1131

753

292

15.4

12.8

12.9

13.0

13.0

13.1

13.2

13.3

13.6

14.1

14.9

15.6

16.4

17.0

17.5

17.8

18.2

18.6

18.7

180

968

962

963

968

970

964

955

950

953

968

991

1021

1057

1105

1168

1205

809

313

36.9

13.4

13.8

14.1

14.4

14.7

14.8

14.9

15.2

15.5

15.7

16.1

16.8

17.5

17.9

18.2

18.5

18.7

18.8

195

968

945

929

916

898

880

868

864

865

874

889

910

932

957

983

982

680

331

103

13.3

13.7

13.9

14.2

14.5

14.6

14.6

14.8

15.1

15.5

16.0

16.7

17.4

17.9

18.2

18.4

18.6

18.7

210

968

929

897

869

842

822

810

802

795

788

777

766

753

736

711

655

456

39.4

12.9

12.8

13.1

13.4

13.7

13.9

14.0

14.0

14.1

14.4

14.9

15.5

16.3

17.0

17.6

18.0

18.3

18.5

18.6

225

968

916

874

837

806

780

756

730

700

667

632

591

542

475

379

229

74.7

25.4

13.0

11.9

12.3

12.6

13.0

13.2

13.4

13.4

13.6

13.9

14.4

15.0

15.8

16.5

17.1

17.6

18.0

18.2

18.3

240

968

907

858

818

781

742

700

656

615

576

533

484

425

313

189

87.2

47.7

24.6

11.2

10.9

11.4

11.9

12.3

12.6

12.9

13.1

13.3

13.5

14.0

14.6

15.2

15.9

16.6

17.2

17.6

17.9

18.0

255

968

903

851

809

764

712

659

610

569

528

484

433

322

227

120

62.9

39.1

23.4

9.82

10.2

10.8

11.4

12.0

12.4

12.8

13.1

13.4

13.7

14.0

14.4

14.9

15.6

16.3

16.9

17.4

17.6

17.6

270

968

903

851

808

760

704

648

598

559

519

476

416

292

206

116

68.0

38.2

23.0

9.59

10.1

10.7

11.4

12.0

12.5

13.0

13.4

13.7

13.9

14.2

14.5

14.9

15.5

16.1

16.7

17.2

17.4

17.4

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.458
Temperature:25.3℃ Humidity:65.0%

Test Distance:8.050m [K=1.0000]Operators:
Test Date:22 February 2025 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: ALD-S1-SW3B300S-EH (30K)

SPEC.: 120~277V 

MFR.: 

TYPE: 

DIM.: 0.53*0.32

SUR.: 0.282*0.292

WEIGHT: 

SERIAL No.: 01

Shielding Angle: 

Test:U:119.87V I:2.4792A P:295.46W PF:0.9943 Freq:60.01Hz 
 UTHDi:0.80% ITHDi:9.35% KDisp:0.0000  Lamp Flux:42335.3x1 lm

  (DEG)

C(DEG)
 Table--2 UNIT: X10cd

285

0 968

5 907

10 857

15 816

20 773

25 723

30 670

35 624

40 587

45 547

50 502

55 447

60 323

65 230

70 120

75 64.4

80 36.5

85 22.2

90 10.1

95 10.6

100 11.2

105 11.9

110 12.5

115 13.0

120 13.4

125 13.8

130 14.1

135 14.4

140 14.5

145 14.8

150 15.2

155 15.8

160 16.3

165 16.9

170 17.2

175 17.4

180 17.4

300

968

915

871

833

800

765

725

686

650

612

569

518

455

331

188

81.3

45.5

20.7

11.5

11.6

12.2

12.8

13.3

13.7

14.0

14.3

14.5

14.7

14.9

15.2

15.6

16.2

16.7

17.2

17.5

17.7

17.6

315

968

928

893

860

835

817

797

778

757

734

704

660

590

502

379

216

64.3

22.9

13.6

12.8

13.3

13.7

14.1

14.4

14.7

15.0

15.1

15.2

15.4

15.7

16.2

16.7

17.2

17.6

17.9

18.0

18.0

330

968

943

922

899

880

872

869

872

883

885

887

864

850

793

741

673

404

44.9

13.8

13.7

14.0

14.3

14.6

14.9

15.2

15.3

15.4

15.5

15.6

15.9

16.5

17.0

17.5

17.9

18.2

18.3

18.4

345

968

961

957

949

937

933

936

927

970

1001

1081

1072

1074

1083

1021

919

575

358

16.5

14.3

14.4

14.6

14.8

15.0

15.1

15.2

15.3

15.5

15.6

16.0

16.6

17.1

17.6

18.0

18.4

18.5

18.7

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000B_V1 SYSTEM V2.00.458
Temperature:25.3℃ Humidity:65.0%

Test Distance:8.050m [K=1.0000]Operators:
Test Date:22 February 2025 Remarks:




