OICL User Manual

Important: Read all instructions prior to installation. ALD-S1 Series
LED Parking Lot/Area Light
Safety and Notes

» Product should be installed and serviced by a certified electrician
in accordance with applicable national, state, and local building
and electrical codes.

» To reduce the risk of electric shock, ensure that the main power
source and circuit breakers are switched off before performing
any installation or wiring procedures.

+ Avoid looking directly into lamp when illuminated.

Specifications » Ensure all mounts are securely attached and will support the
weight of the fixture. Failure to properly support fixture may
Environmental Specifications result in damage or injury, for which the manufacturer does not
Operating Temperature -40-45 °C (-40—-113 °F) assume responsibility.
IP Rating IP65
Motion Sensor CCT and Wattage Selection
1. Remove motion sensor cap. 1. Remove plug to access CCT and Wattage selection.

2. Install optional 3.5mm single-pin motion sensor.

Mounting Options Photocell Installation
Knuckle Slipfitter Mount (ALD-S1-SF) Fixed Pole Mount (ALD-S1-PM) » Photocell (JL-205C ) plugs in and twists to lock
Z or unlock.
Photocell
Install Remove

Trunnion Mount (ALD-S1-TR)
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OICL User Manual

Important: Read all instructions prior to installation. ALD-S1 Series

LED Parking Lot/Area Light
Knuckle Slipfitter Mount (ALD-S1-SF) Installation

Disassemble mount and run wiring through it.
Reassemble mount.
Attach mount to light.
With supply power off, connect wiring.
Slide mount over pole/post and secure in place.
(2.375 in. max.diameter.)
6. Loosen adjustment bolt to adjust angle.
Tilt light to desired angle and tighten adjustment screw.
7. Set CCT and wattage switches to desired settings.
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Important: Read all instructions prior to installation.

LED Parking Lot/Area Light
Fixed Pole Mount (ALD-S1-PM) Installation
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Disassemble mount and remove wire access cover plate.
Make necessary mounting and wiring holes in pole/post.
Run power wires through mount arm.

Attach mount arm using rubber gasket (round pole)

OR rubber gasket and metal spacer (flat pole).

Run fixture wires through knuckle flange

Attach flange to light and reassemble mount.

Make necessary connections and re-install cover plate.
Loosen adjustment bolt to adjust angle.

Tilt light to desired angle and tighten adjustment screw.
Set CCT and wattage switches to desired settings.
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metal spacer
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ALD-S1 Series

metal spacer
knuckle flange

rubber gasket

cover plate

4 mount arm

metal spacer

rubber gasket
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Important: Read all instructions prior to installation.

LED Parking Lot/Area Light
Trunnion Mount (ALD-S1-TR) Installation
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Wiring Diagram

Using mount as guide, mark mount and wiring hole locations.
Drill holes for mounting and wiring.

Attach trunnion mount to light using provided hardware.
Securely attach mount to wall and connect wiring.

Tilt light to desired angle and tighten adjustment screws.
Set CCT and wattage switches to desired settings.

Default Wiring Diagram
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ALD-S1 Series

Line/Line 1 ° Black

Neutral/Line 2 White

Ground Green
<
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