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Project 

Date Type 

Description 
This amber LED T8 tube is a linear lighting with an amber 
coating that offers tight spectrum control, filtering out light 
under 520 nanometers. It provides a cost-effective, highly 
reliable solution for ambient illumination while protecting 
semiconductor photoresists maintaining a UV-protected 
environment without compromising sufficient task light. It is 
ideal for clean rooms, photo labs, pharmaceutical facilities, 
and manufacturing plants.  

Features
• Amber coating for UV sensitive applications
• Blocks light under 520 nm wavelength
• Eliminates the need for sleeves which cause heat issues
• Dual-end wiring, ballast bypass LED tube (UL Type B)

Product Details
• Shatterproof amber polycarbonate lens
• Ballast bypass, dual-ended wiring
• Lockable rotatable end caps
• G13 bi-pin base
• 160° beam angle
• 120-277 VAC input
• 50000 hours L70 lifespan
• Built-in protections:

overtemperature, overcurrent, short circuit, and surge

Bulb Type Design LED Color Wattage Output Color

T8
[T8 Tube]

BDA
[Type B, Dual Ended, 
Aluminum Housing]

30K
[3000K]

18
[18W]

A
[Amber, 1800K]

Available Models
	□ T8BDA-30K18A

Blocks Light 
<520 nm1800K

CCT
Single End or 

Dual End
Type B120–277 VAC

Voltage

Certifications and Compliances
• UL Classified - UL 1598C

Applications
• Food Processing Plants
• Manufacturing Plants
• Pharmaceutical Facilities

Warranty
• 5-year warranty
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Model T8BDA-30K18A

PHOTOMETRICS

Lumens 1800 lm

Color Temperature 1800K

Beam Angle 180°

CRI 80+

Efficacy 100 lm/W

ELECTRICAL

Wattage 18 W

Input Voltage 120–277 VAC

Current 
Draw 

120 VAC 150m

277 VAC 65 mA

Dimmer Type Non-dimmable

Ballast Compatibility Type B (Ballast Bypass)

MECHANICAL

Product Materials Aluminum Housing, Polycarbonate Lens

Connection G13 bi-pin

Rated Life (L70) 50000 hours

ENVIRONMENTAL

IP Rating IP20

Environmental Rating Suitable for Damp Locations

Ambient Operating 
Temperature

-20 to 45°C (-4 to 113°F)

Specifications

Dimensional Drawings

47.2 in.
(1.2 m)

1.1 in.
(29 m)

Photometrics
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