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LED Pedestrian Safety Light Specifications
Forklift Safety Work Light

Series LED Color Wattage Beam

SWL [Safety Work Light]
B [Blue]

6 [6 Watts] L [Line]
R [Red]

Part Number Breakdown 
Example: SWL-B6-L

12–60 VDC

Voltage
IP67

50,000 Hour 
Lifetime

Available Models1
	□ SWL-B6-L
	□ SWL-R6-L

Project 

Date  Type 

1 Contact customer service for additional options.

Overview 
The low-profile LED forklift safety light emits a solid beam
of bright red or blue light to establish the safe distance
pedestrians should keep between themselves and a forklift
or other warehouse vehicle. An adjustable steel mounting
bracket allows for precise positioning of the beam. It has a
durable die-cast aluminum housing and a shatter-resistant
polycarbonate lens.

Features
• Projects a bright line of red or blue light to alert pedestrians
• Maximize workplace safety - reduces accidents and injuries
• Focused beam of highly visible light indicates safe distance

Product Details
• Die-cast aluminum housing
• Shatter-resistant polycarbonate lens
• Stainless steel mounting bracket
• IP67 waterproof rated
• 12-60 VDC input

Applications
• Forklifts
• Industrial Equipment
• Industrial Facilities
• Pedestrian Safety

Warranty
• Lifetime Warranty

Certifications and Compliance
• CE Compliant

• Safety Lighting
• Warning Lights
• Workplace Safety

SWL-R6-L
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SPECIFICATIONS

Model SWL-B6-L SWL-R6-L

PHOTOMETRIC

LED Color Blue Red

Wavelength 465 nm 625 nm

Lumens 400 Lumens

Beam Pattern Line

ELECTRICAL

Wattage 6 Watts

Operating Voltage 12-60 VDC

Current 
Draw

12 VDC 500 mA

24 VDC 250 mA

36 VDC 170 mA

48 VDC 130 mA

MECHANICAL

Materials Black Aluminum Housing, Polycarbonate Lens, Steel Bracket

 Input Connection Pigtail

Wire Length 12.5 in.

Wire Gauge 22 AWG

LED Lifetime 50000 hours

ENVIRONMENTAL

IP Rating IP67

Environmental Rating Waterproof

Ambient Operating 
Temperature

-30 to 60 °C (-22 to 140 °F)
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Dimensional Drawings
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