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LCS16 Series

LED Canopy Light Specifications

Project
Date

Type

, KN X
Voltage 130 ‘ 5-vear
120-277 vac/ \Beam Angle | m/W |P65 Warranty

Description

LCS16 lights feature a wide 110° beam angle that increases
security and visibility. High output and efficiency translate
to cost savings as well as increased performance over tra-
ditional lighting. Surface mount the fixture with included
hardware.

Mechanical

* Die-cast aluminum housing

* White powder-coated finish provides protection
from all types of weather

» |P65 rated

Electrical

e 120-277 VAC input voltage

¢ >0.9 power factor

* 50,000 hour (L70) rated lifespan

Photometrics
* 130 Im/W
* 110° beam angle

Warranty
Five (5) Year Warranty

T 866.811.5550
F 314.972.6202
email: commercial-sales@superbrightleds.com

www.superbrightleds.com/cat/industrial-led-lighting/

Available Models’
] LCS16-50K100
[0 LCS16-50K150

Part Number Breakdown
Example: LCS16-50K150

Family Wattage

100 [100 W]
150 [150 W]

50K [5000K]

Application

Easily replaces inefficient metal-halide and HPS fixtures such as those
found in drive-thrus, gas stations, covered walkways, and storefront cano-
pies.

Certifications and Compliances
These lights are Certified by UL in compliance
with UL 1598 (IFAM). They are also listed as

®

DLC 5.1 Premium. CERTIFIED
Wiring Diagram
) 120-277 VAC Input
Line Black
I - (L[] |
Neutral White
I = [N N |
Ground Green
[ TN |
0-10 Dimming
Dim (+) Purple
| - 7] |
Dim (-) Gray / Pink
| - ] - |

TContact customer service if interested in options other than those listed.
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Ambient Operating Temperature

Model LCS16-50K100 LCS16-50K150
Intensity 13,000 Im 19,500 Im
Operating Voltage 120-277 VAC
Power Consumption 100 W 150 W
Current Draw 833 mA @ 120 VAC 1.25 A @120 VAC
361 mA @ 277 VAC 542 mA @ 277 VAC
Efficacy 130 Im/W
Color Temperature 5000K
Beam Angle 1n0°
CRI 80+
Dimming 0-10V
|P Rating IP65
-40°-104° F (-40°-40° C)

Rated Life (L70)

50,000 hours

Surge Protection

4 kV

Specifications are subject to change without notice.

T 866.811.5550

F 314.972.6202

email: commercial-sales@superbrightleds.com
www.superbrightleds.com/cat/industrial-led-lighting/
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