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PLLD4 Series
LED Parking Lot Area Light Specifications

Project

Date Type
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Voltage| |Turtle safe
120-277 VAC, Amber

7y

é

IP65

Selectable

T 1-m
Wattage ype

Distribution

WARRANTY

Available Models’

[ PLLD4-15K100S-BRBT3-A-APM
[] PLLD4-15K100S-BRBT3-A-SF
[] PLLD4-15K100S-BRBT3-A-WM
[] PLLD4-15K100S-BRBT3-A-FB2

Optional Photocell
[ Photocell Kit (-JL)

Part Number Breakdown
Example: PLLD4-15K100S-BRBT3-A-APM
L

Series Wattage

LLD4
[Parking Lot Light,
Dimmable, V4]

100S
[40, 60, 80, 100,
Selectable Wattage]

Finish

LED Maker Distribution LED Color

BR T3
[Bronze]

APM, SF, WM or FB2

[Lumileds] | [Type llI-M]

Overview

The Amber LED Turtle-Friendly Parking Lot Area Light
combines nighttime visibility with minimal environmental
impact, to protect sea turtles and other marine life. Its
595nm light is directed downward with a Type IlI-M
distribution, reducing light pollution. The fixture has

a durable, corrosion-resistant aluminum housing and
UV-resistant, shatterproof polycarbonate lens, ensuring
reliable performance in outdoor conditions. Select the
wattage (40W, 60W, 80W, 100W) using the switch on
the back of the fixture. Choose the optional photocell
installation kit to enable automatic dusk-to-dawn
operation. An included partial or full glare shield directs
light to specific areas, further protecting the habits of
nocturnal animals and insects.

Features

* Turtle-friendly amber light (595nm)

* Protects marine, nocturnal, and migratory species
* Aluminum housing resists saltwater corrosion

* Optional photocell for dusk-to-dawn operation

* Full or partial coverage glare shields available

* Multiple mounting options

Accessory Bundles Applications

* Beachfront Properties
* Boardwalks
* Commercial Buildings

Mounting Options?
* Adjustable Arm Mount (-APM)

* Knuckle Slipfitter Mount (-SF) « Hotels
+ Trunnion Wall Mount (-WM)  Parking Lots
* Yoke Mount U-Bracket (-FB2) * Patios

Product Details

* Bronze, die-cast aluminum housing
e Type llI-M light distribution

» Polycarbonate lens

» |P65 waterproof

* 0-10V dimmable

» 120-277 VAC

Warranty
e 5-year warranty

Certifications and Compliances
» Certified by UL - UL 1598 (IFAM)

®

CERTIFIED

T 866.811.5550

F 314.972.6202

www.superbrightleds.com

email: commercial-sales@superbrightleds.com

" Contact customer service for additional options.
2 Packed separately, bundled with lights for purchase.

Rev. V1.0 Date: 01/25/2025
Specifications are subject to change without notice.
Printed in the U.S.A.
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Optional Accessories Bundled Accessories
Glare Shields Mounting Options
[J Full Shield (-SHLDT1) ¢ Adjustable Arm Mount (-APM) * Knuckle Slipfitter Mount (-SF)

v

N

* Yoke Bracket (-FBT1) e Trunnion Mount (-WM)

Photo Control
¢ Dusk-to-Dawn Photocell and Receptacle (-JL)

Wiring Diagram

120-277 VAC
Line/Line 1 Black
I L L] el |
Neutral/Line 2 White
| [N N |
Ground Green
| N EEE |
0-10V Dimming
Dim (+) Purple
[ [+ +] |
Dim (-) Gray / Pink
I — - - | |

T 866.811.5550
F 314.972.6202
www.superbrightleds.com

Specifications are subject to change without notice. email: commercial-sales@superbrightleds.com
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Dimensional Drawings
PLLD4-15K100S-BRBT3-A-APM
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*Photocell and base will add approximately 2.6in. (66mm) to the total height.

Specifications are subject to change without notice.

T 866.811.5550

F 314.972.6202

www.superbrightleds.com

email: commercial-sales@superbrightleds.com
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Dimensional Drawings
PLLD4-15K100S-BRBT3-A-SF
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*Photocell and base will add approximately 2.6in. (66mm) to the total height.

Specifications are subject to change without notice.

T 866.811.5550

F 314.972.6202

www.superbrightleds.com

email: commercial-sales@superbrightleds.com
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Dimensional Drawings
PLLD4-15K100S-BRBT3-A-WM
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*Photocell and base will add approximately 2.6in. (66mm) to the total height.

T 866.811.5550

F 314.972.6202

www.superbrightleds.com

Specifications are subject to change without notice. email: commercial-sales@superbrightleds.com



superiryiiieds s

PLLD4 Series
LED Parking Lot Area Light Specifications

Dimensional Drawings
PLLD4-15K100S-BRBT3-A-WM
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*Photocell and base will add approximately 2.6in. (66mm) to the total height.

T 866.811.5550

F 314.972.6202

www.superbrightleds.com

Specifications are subject to change without notice. email: commercial-sales@superbrightleds.com
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Specifications

Model PLLD4-15K100S-BRBT3-A
Wattage 40, 60, 80, 100 watts (Selectable)
Lumens 960, 1440,1920, 2360 lumens

Current 120 VAC 335/500/670/840mA
Draw 277 VAC 145/215/290/360mA
Operating Voltage 120-277 VAC

Beam Pattern 155° x 90° (distribution Type I1I-M)
LED Color Amber
Color Temperature 1500K
BUG Rating B3-U0-G3
Surge Protection 6kV (L/N-PE, L-N)
Power Factor >0.9
Dimming 0-10V
IP Rating IP65
EPA 1.3ft?
Rated Life (L70) 50000 hours
Am?;:;gngfet'”g -35-50 °C (-31-122 °F)

T 866.811.5550
F 314.972.6202
www.superbrightleds.com

Specifications are subject to change without notice. email: commercial-sales@superbrightleds.com
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