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ELS2 Emergency Light

NYC Compliant LED Emergency Light
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Emergency
VOItage 5700K Battery
120-277 VAC Backup

50,000 Hour
Lifetime

Available Models’
[J ELS2-RW

Part Number Breakdown
Example: ELS2-RW
|_'_l

Series Head Type Finish

ELS2 [LED Emergency Light, Steel] R [Round, Adjustable]

W [White]

Overview

The LED emergency light is built to be compliant with New
York City codes and standards. The fixture is constructed of
20-gauge steel housing with two glare-free and adjustable

LED light heads. The NiCad battery delivers 90+ minutes of
emergency power on a full 24-hour charge. Mount to a junction
box or connect to power using the 1/2 inch trade size knockouts
on either side of the fixture. Ideal for commercial and industrial
applications such as retail, warehouses, and office spaces.

Features

* Compliant with New York City code requirements
* Provides 90 minutes of emergency lighting

* Two glare-free, adjustable LED light heads

* Powder-coated 20-gauge steel housing

* Knockouts for wall mount installations

Product Details

* NiCad battery (90+ min. power on 24-hour charge)
* Powder-coated 20-gauge steel housing

* LED test button and charge indicator

 1/2inch trade size knockouts

* Installation hardware included

* 120-277 VAC

Certifications and Compliances
+ UL Listed - UL 924 (FTBR)

UL File Number - E502822
* NYC Code Compliant

@ [

LISTED

Applications

e Commercial Lighting  * Retail Shops

* Emergency Lights » Safety Lighting
* Industrial Lighting

COMPLIANT

Warranty
 Lifetime warranty?

T 866.811.5550 | F 314.972.6202
https://www.superbrightleds.com
email: commercial-sales@superbrightleds.com

'Contact customer service if interested in other options
2Limited two (2) year warranty on battery
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ELS2 Emergency Light

NYC Compliant LED Emergency Light

SPECIFICATIONS |

Model ELS2-RW
PHOTOMETRIC
Lumens 200 Lumens
LED Color/CCT Cool White, 5700K
Beam Angle 30° (per head)
ELECTRICAL
Operating Voltage 120-277 VAC
Wattage 1.5 Watts
Current | 120 VAC 25mA
Draw | 277 VAC 10 mA
Power Factor >0.9
Surge Protection 2 kV

MECHANICAL

Product Materials

Steel Housing

Battery Type NiCad
Emergency Duration >90 Minutes
Recharge Time 24 Hours

Rated Life (L70)

50000 Hours

Product Weight 22.81b (10.3kg)
Wire Gauge 18 AWG
ENVIRONMENTAL
IP Rating P20

Environmental Rating

Suitable for Damp Locations

Ambient Operating
Temperature

10 to 40 °C (50 to 104 °F)
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ELS2 Emerncy Light

NYC Compliant LED Emergency Light

Dimensional Drawing
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