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Voltage _CCT_ @r
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Sensor Photocell Type llI-M 0-10V
\Read)// \Available / \Distribution/ \Dimming

ALD-S1-SW3B200S-EH-SF

Available Models’ Bundled Mount?
[ ALD-S1-SW3B200S-EH [ -SF (Slipfitter)
[J ALD-S1-SW3B300S-EH [ -PM (Pole Mount)

Bundled Accessory [J -TR (Trunnion Mount)

[] Photocell Kit (-JL)
[ Shorting Cap (-SC)

Part Number Breakdown
Example:IALD-S1I—ISWSBI2OOSI-EH-SF

Series Selectable CCT

ALD-S1 SW3B

Selectable Wattage

200S [100W, 150W, 200W]

Accessory Feature Mount?

[Area Light, Dimmable] | [3000K, 4000K, 5000K]

300S [200W, 240W, 300W]

[High

[Shorting Cap] Efficiency]

Overview
This LED parking lot light features a Type IlI-M distribution which
is ideal for perimeter lighting in large areas such as parking lots,

campuses, and parks. Its die-cast aluminum housing has a corrosion-

resistant bronze finish. It is compatible with three bundled mounting
options: pole, knuckle slipfitter, or trunnion mount. Remove the
plug on the side of the fixture to access the switches and select the
wattage and CCT. Rated IP65, it is sealed against dust and water for

outdoor reliability. Each fixture replaces up to a 1000W metal halide,

offering an energy-efficient and low-maintenance upgrade.

Features

» Selectable wattage (varires) and CCT (3000K, 4000K, 5000K)
* Type llI-M distribution for larger perimeter areas

* Replaces up to a 1000W metal-halide fixture

* Optional microwave motion sensor available

Product Details

* Die-cast aluminum housing with bronze finish
* Polycarbonate lens

* |P65 waterproof

* Type llI-M distribution

* 0-10V dimmable

* 120-277 VAC

Certifications and Compliances
* DLC5.1Premium listed
 Certified by UL - UL 1598 (IFAM)
e FCC compliant

®

CERTIFIED

Applications

* Area Lighting * Roadways

e Campus Lighting < Sports Complexes
» Car Dealerships e« Street Lights

* Parking Lots ¢ Warehouses

» Parks

Warranty
* 5-year warranty

T 866.811.5550

F 314.972.6202
https://www.industrialcommerciallighting.com

email: commercial-sales@industrialcommerciallighting.com

T Contact customer service for additional options.
2 Packed separately, bundled with lights for purchase.
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SPECIFICATIONS

Model ALD-S1-SW3B200S-EH ALD-S1-SW3B300S-EH
PHOTOMETRIC
Lumens 15000, 22500, 30000 30000, 36000, 45000
BUG Rating B5-U0-G5

B4-U3-G4

Color Temperature

Selectable CCT (3000K, 4000K, or 5000K)
Distribution Type llI-M
Efficacy 150 Im/W
CRI 80+
ELECTRICAL
Selectable Wattage 100W, 150W, 200W 200W, 240W, 300W
Current 120 VAC 0.9,1.3,1.7A 1.7,2.1,2.6A
Draw 277 VAC 380, 570, 760mA 760, 910, 1100mA
Power Factor >0.95
Dimmer Type 0-10V
Operating Voltage 120-277 VAC
MECHANICAL
Wire Gauge 18AWG
Rated Life (L70) 50000 hours
Product Materials Die-cast aluminum housing, Polycarbonate lens
ENVIRONMENTAL
IP Rating

IP65

Environmental Rating

Thermal Junction Max.

Suitable For Wet Locations, Waterproof

<85°C (185°F)
Ambient Operating -40 to 45°C (-40 to 113°F)
Temperature
Model

ALD-S1-SW3B200S-EH

ALD-S1-SW3B300S-EH

DLC#

S-5BNWDD

S-C3J74M

T 866.811.5550
F 314.972.6202
https://www.industrialcommerciallighting.com

email: commercial-sales@industrialcommerciallighting.com
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Dimensional Drawings

ALD-S1-SW3B200S-EH-SC
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T 866.811.5550 Note: Photocell (-JL) adds 1.25in. to fixture height
F 314.972.6202

https://www.industrialcommerciallighting.com
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Dimensional Drawings

ALD-S1-SW3B200S-EH-SF-SC
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T 866.811.5550 Note: Photocell (-JL) adds 1.25in. to fixture height
F 314.972.6202
https://www.industrialcommerciallighting.com
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Dimensional Drawings

ALD-S1-SW3B200S-EH-PM-SC
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T 866.811.5550
F 314.972.6202
https://www.industrialcommerciallighting.com

email: commercial-sales@industrialcommerciallighting.com

Note: Photocell (-JL) adds 1.25in. to fixture height

Rev. V1.4 Date: 07/01/2025
Specifications are subject to change without notice.
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Dimensional Drawings

ALD-S1-SW3B200S-EH-TR-SC
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