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LPD7 Series
LED Panel Light Specifications

Date Type

Available Models’
2’x4’ panel

[J LPD7-40K24-50
[J LPD7-50K24-50
[J LPD7-40K24-72
[J LPD7-50K24-72

2’x2’ panel
[J LPD7-40K22-40
[J LPD7-50K22-40

LPD7-50K24-72

(7N [ 1io

Voltage 0-10V Im/W

Part Number Breakdown
Example: LPD7-40K24-50
|_'_l

Series Panel Size

50,000 Hour @
Lifetime

Wattage

100277 vac) \Dimming WARRANTY
40K 22[2'x2’] 40 [40 W]
Description LPD7 [4000K]
Flat LED light panels with Even-Glow® technology produce [Light Panel, or 50 [50 W]
uniform lighting and durable construction with a thin, Dimmable, V7] 50K 24 [2°x4] or
low profile. The edge-lit design diffuses the light over the [5000K] 72[72 W]
frosted lens, eliminating hotspots and visible bulbs. The
slim aluminum frame fits into shallow spaces. It is ideal for N cgr _ar .
P Applications Certifications and Compliances

T-bar grid ceilings in residential or commercial locations.

A built-in junction box on the back allows the panel to be
flush mounted in T-bar grid ceilings. Install the panel light in
new construction or upgrade existing fluorescent lighting
to eliminate bulb replacements while reducing maintenance
and energy costs.

Features

* Even-Glow® technology delivers uniform light distribution
* Slim, low-profile design for T-grid ceilings

* Edge-lit design with no hotspots or glare

 Easily install with built-in junction box

 |deal for retrofit applications and new construction

Product Details

* PMMA guideplane and polystyrene lens

* Galvanized steel back with an aluminum frame

* Flush mount in T-bar grid ceilings or

* Use an optional surface or suspension mounting kit
e 0-10V dimming

* 120-277 VAC

Warranty
e 5-year warranty

* Drop Ceilings e ETL Listed - UL 1598
» Educational Facilities

* Hospitality

* Hospitals

+ Offices

Intertek

Optional Accessories

Surface Mount Kits

[ Mount kit for LPD7-xK22-40 (LP-22-SMK)
] Mount kit for LPD7-xK24-y (LP-24-SMK)

Dimmers

[J 0-10 V switch and slide wall dimmer (DMD-LED3-105-x)
[] 0-10 V rotary wall dimmer (A019)
[] 0-10 V slide wall dimmer (FO19-W)

T 866.811.5550

F 314.972.6202

email: commercial-sales@superbrightleds.com
https://www.superbrightleds.com/cat/led-panel-light/

'Contact customer service for additional options.

Rev. V2.0 Date: 11/26/2024
Specifications are subject to change without notice.
Printed in the U.S.A.
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Wiring Diagram

Neutral (white)
Line (black)

Ground (green)

Dim- (gray)

Dim+ (purple)

Dimensional Drawings
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Dimensional Drawings (cont.)
LPD7-xK24-50
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Dimensional Drawings (cont.)
LPD7-xK24-72
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Specifications

Model LPD7-xK22-40 LPD7-xK24-50 LPD7-xK24-72
Lumens 4,400 lumens 5,500 lumens 7,920 lumens
Wattage 40 watts 50 watts 72 watts

Current | 120 VAC 333mA 417 mA 600 mA
Draw 277 VAC 144 mA 181 mA 260 mA
Operating Voltage 100-277 VAC
Efficacy 110 Im/W
CCT 4000K or 5000K (as ordered)
Beam Angle 110°
CRI 80+
Dimming 0-10V
IP Rating IP20
Rated Life (L70) 50000 hours

Ambient Operating
Temperature

-10-35 °C (14-95 °F)

Model-specific photometric data available on site or upon request.

Specifications are subject to change without notice.
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